
Fan and Lighting Installation 
Be sure to check with local building codes before installation. 

FANS
Note: Position of the support block must be determined after the Joist Rails are installed and a scrap piece of Collector Panel is 
positioned into the Joist Rails.

OUTDOOR  RATED  WIRE

APPLY A BEAD OF EXTERIOR GRADE CAUKING   
AROUND  WIRE WHERE IT ENTERS BLOCK

DRILL 5/8” - 3/4” HOLE  THROUGH  WOOD 
BLOCK  AND  COLLECTOR  PANEL. 

RUN  WIRE  AND  MAKE  CONNECTIONS 
BELOW  COLLECTOR  PANEL

2” X 6”  BLOCK

5-1/2” 
MINIMUM*

EXTERIOR ELECTRIC  BOX
* WIRE  MUST  BE  KEPT  UP  5-1/2” 

MINIMUM  TO  NOT  IMPEDE 
WITH  COLLECTOR  PANEL

HANGING LIGHTS
Note: Position of the support block must be determined after the Joist Rails are installed and a scrap piece of Collector Panel is 
positioned into the Joist Rails.

OUTDOOR  RATED  WIRE

APPLY A BEAD OF EXTERIOR GRADE CAUKING   
AROUND  WIRE WHERE IT ENTERS BLOCK

DRILL 5/8” - 3/4” HOLE  THROUGH  WOOD 
BLOCK  AND  COLLECTOR  PANEL. 

RUN  WIRE  AND  MAKE  CONNECTIONS 
BELOW  COLLECTOR  PANEL

2” X 6”  BLOCK

5-1/2” 
MINIMUM*

* WIRE  MUST  BE  KEPT  UP  5-1/2” 
MINIMUM  TO  NOT  IMPEDE 
WITH  COLLECTOR  PANEL

CHAIN CONNECTS 
TO HANGING LIGHT

EXTERIOR
ELECTRIC  BOX
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